






Ground level servicing of air filter

Low-maintenance 

rotation joint

Simplified, quick process 

for track replacement

Ground level access 

to hydrostatic oil 

level and to hydraulic 

valves and pumps

ROTATOR FAMILY 
COMPARISON 
TABLE

SERVICES PROVIDED WITH ANY PURCHASE OF PANTHER 
CRAWLER CARRIERS:
	� Outstanding customer service and technical help through our hotline while you work.

	� Prinoth Original Spare Parts: order the same parts that are utilized in the original vehicle 
construction.

	� Online Parts Shop: order OEM parts quickly and efficiently.

	� Extended warranty option

Ground level 

filling of fuel, DEF, 

washer fluid and 

access to the 

water separator

MAINTENANCE ACCESS 
Key maintenance points, gauges, and access doors 

positioned for ground-level reach — improving 

jobsite efficiency and helping reduce operating costs.

BUILT-IN 
SERVICEABILITY

T9R T14R T23R
Payload 17,637 lb / 8,000 kg 29,100 lb / 13,200 kg 45,195 lb / 20,500 kg

Dumpbox heaped capacity 6.5 yd3 / 5.0 m3 8.5 yd³ / 6.5 m³ 15.2 yd³ / 11.6 m³

Speed 8.1 mph / 13 km/h 8.4 mph / 13.5 km/h 10.9 mph / 17.5 km/h

Ground Pressure

    without load 3.00 psi / 21 kPa 3.90 psi / 26.9 kPa 3.90 psi / 26.9 kPa

    with load 3.5 psi / 37 kPa 7.04 psi / 48.5 kPa 7.86 psi / 54.2 kPa

Cab Spacious Wide Cab Spacious Wide Cab Spacious Wide Cab

Engine CAT C4.4 Diesel CAT C7.1 Diesel CAT C7.1 Diesel

Engine Power 201 HP / 150 kW @ 2200 rpm 275 HP / 205 kW @ 2200 rpm 320hp / 239 kW @ 1800 rpm

Emission Standard EPA Tier 4 Final / EU Stage V EPA Tier 4 Final / EU Stage V EPA Tier 4 Final / EU Stage V

Track Type Metal-embedded rubber tracks Metal-embedded rubber tracks Metal-embedded rubber track

Shipping Width 97.8 in / 2,485 mm 101.2 in / 2,570 mm 118.1 in / 3,000 mm
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SPECIFICATIONS

ENGINE
Make/Model/Type Caterpillar C7.1 Diesel engine

Emission Level EPA Tier 4 Final / EU Stage V

Max Power Output 320hp @ 1800 rpm 239 kW @ 1800 rpm

TRANSMISSION
Hydrostatic variable displacement pumps and motors

UNDERCARRIAGE
Track Type Metal-embedded rubber track (MERT)

Track Width 33.5  in 850 mm

Ground Clearance 20.3 in 516 mm

Ground Pressure

without load 3.90 psi 26.9 kPa

with load 7.86 psi 54.2 kPa

BRAKE
Service Brake Spring-applied Wet Multiple Disk Brakes

Dynamic brake Pressure-applied Wet Multiple Disk Brakes

PERFORMANCE
Payload 45,195 lb 20,500 kg

Travel Speed 10.9 mph 17.5 km/h

Dump Body Capacity

Struck 12.7 yd³ 9.7 m³

Heaped 15.2 yd³ 11.6 m³

Shipping Weight 45,415 lb 20,600 kg

Maximum Gradeability

Uphill/Downhill 27% 15°

Side hill 27% 15°

FLUID CAPACITIES
Diesel Fuel 97.7 gal (US) 370 l

DEF / AdBlue† 8.4 gal (US) 32 l

ELECTRICAL SYSTEM
Voltage 12 V

Alternator Capacity 150 Amp

Battery Capacity 1150 CCA (two)

PANTHER T23R
STANDARD EQUIPMENT

Operator environment

Spacious wide cab – 1 person

Tilt and telescopic steering wheel

Foot throttle pedal

Operator seat with suspension and adjustments

Air conditioning

Adjustable temperature, fan control and fresh air intake

Two-point seat belt

Front wipers with adjustable speeds

Windshield washer

Two exterior mirrors (right-side remotely adjustable)

Touchscreen 7" (178 mm) Display

Flashing LED beacon light

Pressurized hydrostatic oil tank

Lockable compartments for fluids and batteries

Hook holes on lower frame for transportation (2 front, 2 back)

Lockable door

Hydropneumatic suspension

Reversible cooling fans for radiator cleanup

Spare parts catalog

Operating and maintenance manuals

Safety

Rear and side-view cameras

Inclinometer built-in display with adjustable alarms

Parking brake linked to seat belt

Side window emergency exit

ROPS ISO 3471 

Back-up alarm

Horn

First aid kit

Electrical and Lighting

Working lights, LED (two front, one rear)

Batteries maintenance-free (two)

Battery disconnect switch

OPTIONAL EQUIPMENT

Bluetooth Radio, USB and AM/FM

Trainer seat

Heated side mirrors

FOPS ISO 3449

Engine block and hydraulic oil heaters

360 view camera

Front brushguard

Bio oil and filter

Emergency driving system

Fire extinguisher

EQUIPMENT
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DIMENSIONS

A

B

C

D

E

A 134 in 3,391 mm

B 118 in 3,000 mm

C 85 in 2,150 mm

D 20 in 516 mm

E 33 in 850 mm

F 264 in 6,701 mm

G 190 in 4,839 mm

O 108 in 2,738 mm

P 160 in 4,070 mm

r1 157 in 3,980 mm

r2 129 in 3,272 mm

a1 60°

a2 27°

H 139 in 3,522 mm

I 63 in 1,594 mm

J 125 in 3,174 mm

K 45 in 1,132 mm

L 98 in 2,495 mm

M 122 in 3,101 mm

N 223 in 5,660 mm

a2
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